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	CUSTOMER INFORMATION

	Company:

	Requested by:

	Tel.:
	Fax:
	E-mail:

	Project Name: 
	Project Nº:  

	Location:
	City / State / Country:

	(*) ZHENGYANG INFORMATION

	Originating Office:

	Area Manager:
	Project  Nº:

	(*) DESIGN LEVEL 
	
	STANDARD REQUIRED:

	
	Level 1 (Conceptual Proposal)
	
	Level 2 (Preliminary Suggestion)
	
	Level 3 (Final Design)
	
	


	PROJECT DESCRIPTION

	

	(*) ZHENGYANG SUGGESTIONS (AREA MANAGER)

	

	(*) ADDITIONAL INFORMATION


	Section to be calculated
	
	Section to be

drawn
	
	Only drawing without calculation
	
	Zhengyang specs 

for drawings
	
	Drawing template
	
	Plan
	
	Elevation
	
	Bill of quantities
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	No
	
	
	
	No
	
	
	
	No
	
	
	
	No
	
	
	
	No
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	Attachments:
	File name:

	Photos
	

	Site Investigations
	

	Drawings
	


 (*) For Zhengyang use only.
	

	

	

	

	


Technical attachment n°________
Technical attachment n°_______  sheet ______ of ______

	HOMOGENEOUS ZONE OF INTERVENTION (1)
	INFORMATION ABOUT THE MOST DANGEROUS JOINT

	Average inclination of rock slope
	
	
	[°]
	Compressive strength of the joint
	(JCS)
	
	[MPa]

	Thickness of the cortical zone
	(s)
	
	(m)
	Average roughness (1-20)
	(JRC)
	
	

	TYPE OF ROCK
	
	
	
	

	Unit weight
	
	
	[kN/m3]
	OPTIONAL INFORMATION ABOUT ROCK MASS

	Type of rock
	
	Geological strength index
	(GSI)
	
	

	DESCRIPTION OF JOINT
	Condition of joint
	V.Good
	Good
	Fair
	Poor
	V.Poor

	Inclination of the most dangerous joint
	
	
	[°]
	Joint in the rock mass
	Blocky
	V. Blocky
	Disturbed
	Disintegrated


(1) Repeat the format for every homogeneous zone in the slope
	NOTES

	

	

	

	

	

	

	

	

	

	

	

	


Technical attachment n°_______  sheet ______ of ______

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Prospect No. ____________________________ Sheet No. ________of _______Scale ______________________________________________  

Biggest dimension of rock block to be nailed                                            No  Yes   (show in prospect)  _______________________________________________
Problems of global stability of the slope                                         
No  Yes    (show in prospect) _______________________________________________  
Photos of slope and details                                                 

No  Yes    (show in prospect)  _______________________________________________  
Division of the slope in homogeneous zone                               

No  Yes    (show in prospect)  _______________________________________________
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	Anping Zhengyang Gabions Factory
International business department:

TEL: 0086-311-87288166

FAX: 0086-311-85118911

E-mail: sun@sun-wiremesh.com
	Company Headquarters:

TEL：0086-318-5289996

FAX：0086-318-5280219
E-mail: sun@sun-wiremesh.com
	

	Address: No. 9 Changjiang Road, Shijiazhuang Hi-Tech Industrial Development District, Shijiazhuang City, Hebei Province, China

	
	



